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Lessons Learned Statement:   Use thumbscrew-locking devices in place of non-clamping 
devices when locking out electrical circuit breaker handles in wall-mounted distribution cabinets. 

Discussion of Activities:    During an electrical lockout/tagout event, an employee opened a 
single pole breaker in a wall mounted distribution cabinet to install a locking device. The locking 
device is an after market product consisting of two molded plastic sections that fold together 
clamping the breaker handle in the open position to prevent the circuit breaker handle from being 
accidentally closed. The locking device has ears that when folded together form a common leg. 
A hole is provided through the leg to receive a lock securing the device in place. The employee 
attached a lock through this hole. A second employee arrived and performed an independent 
verification to ensure the lockout device was in place. Since craft personnel were not expected to 
arrive for several minutes, the independent verifier closed the distribution cabinet door as far as 
the lockout hardware would allow.   
    It was determined the lockout would not be needed until the next day and the first employee 
proceeded to remove the lockout hardware. He noticed that the circuit breaker handle was in the 
closed position even though the locking device was still installed.  An investigation revealed that 
when the independent verifier closed the distribution cabinet door against the lockout hardware, 
there was sufficient pressure applied to the locking device, and there was sufficient clearance 
between the breaker handle and the locking device to allow the breaker handle to close.  In order 
to prevent recurrence, a thumbscrew-locking device with a thumbscrew securing clamp was 
tested. Under similar conditions it provided unaffected by lateral pressure created by closing the 
cabinet door.   

Recommended Actions:  Use an electrical circuit breaker handles in wall mounted distribution 
cabinets.  With a thumbscrew securing clamp to lockout electrical circuit breaker handles in wall 
-mounted distribution cabinets. Remove all other types of locking devices on such breaker 
handles from service.   
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